Here is some basic info to help with the AMAZE0 
Power is a standard Boss 9V power jack. Uses under 30mA so any power supply should be ok. 
Connect the leftmost jack on the AMAZE0 to the ARDX20 delay's 2nd leftmost jack with a  STEREO (TRS) patch cord. 
Optionally plugging an expression pedal into either of the two center jacks
will control the knob closest to that jack remotely.
The jack on the right can be used optionally with a dual remote footswitch like the 
Boss FS-6, which will work just like the two switches on the AMAZE0. 
There are two modes : TAP TEMPO MODE and PROGRAM mode. 
When the AMAZE0 is powered up, it will be in TAP TEMPO MODE 
	TAP TEMPO MODE: 
You will see "tap" or a note type (Quarter) on the left side of the screen when in this mode. 
To change the tap note type, hold down the right button and it will scroll through Quarter 
(normal), Eighth (double speed),and Dotted eighth note (Floyd/U2 etc) settings. 
Tap the right button to enter the delay time. Tap at least twice, extra taps will be averaged
to determine the delay time. The actual delay time is shown on the top right, the tapped time
is shown on the bottom left (same if Quarter selected). 
Pressing the left button turns modulation on (see ^v in top left) or off (see --- on top left). 
When modulation is on, you can adjust it with the two knobs.
Left knob is modulation speed, 1 through 10, 10 is fastest.
You will see the top left figure ^v move in the speed that is set. 
The modulation speed setting is displayed under the delay time ~_5 for "5".
Right knob is used for modulation TYPE. 1-5 are normal up/down
smooth sine wave modulation, 1 is mildest and 5 is the deepest setting.
6-10 are a random WARBLE type modulation, like a tape delay, 10 is the deepest.

to go to PROGRAM MODE, hold down the left button.

	PROGRAM MODE :
You will see [P:X] where X is the selected program number.
The delay time and modulation type and speed will be displayed.
Press the left button to toggle modulation on (^v in top left) and off (--).
Press the right button to scroll through the presets. P1 through P8,
and P0 which is used for setting the delay time manually with the right knob
and the modulation type AND speed manually with the left knob. 

To edit the currently selected program, hold down the right button until you see
EditMode. The select modulation on or off with the left button. Use the left
knob to set the modulation type AND speed. Use the right knob to set the
delay time. To set a time with tap tempo, go back to tap tempo mode and 
enter the time that is displayed, then write it down so you can enter it manually in program mode. 
If you don't want to save the edit, HOLD the left button to quit.
To save your edited program, hold down the RIGHT button.

To go to Tap Tempo mode from Program mode, hold the left button.

